NOTES:
1. THE SHAPE OF THE EXISTING STONE MASONRY SPANDELS WILL BE UNCHANGED AND MAY BE GRAVITY RAISED. RECONSTRUCTION OF MASONRY WALL SHALL BE AS SHOWN.
2. THE PROPOSED CONCRETE SPANDELS WALL AND SADDLE WALL TO CONFORM TO 15"-TALL MASONRY WALL. THE CONTRACTOR IS ALERTED THAT THE REINFORCEMENT DETAIL MAY CHANGE DUE TO ANY CHANGE IN THE PROPOSED WALL.
3. FOR EXISTING LOCALITIES SEE BRIDGE SHEET #4.
4. STEEL CAGING AND PIPE SHALL BE PROVIDED BY BIDDER. THE COST OF INSTALLATION SHALL BE INCLUDED IN BID PRICE FOR 4" INCH GAS MAIN.
5. TACK COAT REQUIRED FOR BRIDGE DECK WATERPROOF SURFACE COURSE SHALL BE PAID UNDER ROADWAY ITEM.

REFERENCES:
GENERAL PLAN AND ELEVATION

ARCH SADDLE DETAILS - 2
ROUTE 206 BRIDGES OVER STONY BROOK
STONE ARCH BRIDGE REHABILITATION
CONTRACT NO. 002606040